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You have made a great choice for your child by choosing a Kids ROCK Chair. We believe
WKDW HYHU\ FKLOG VKRXOG EH DEOH WR PRYH WR WK
OLIH UHJDUGOHVV RI RXU OHYHO RI DELOLW\ "~ :H ZH(¢
products and services. Please feel free to contact us using the information below:

Manufacturer U.S. Distributor

Partnering Together to Mobilize Kids.

Kids Up, Inc. A.R.T. Group, adivision of Sunrise Medicgl
312 B Andrea Drive 7128 Ambassador Rd.
Belgrade, MT 59714 Baltimore, MD 21244
Toll Free: (877) 458787 Toll Free: (888) 54%278
Fax: (406) 3887995 Fax: (888) 4066195
Webstte: kidsupco.com Website: artgrouprehab.com
European Distributor Your Authorized Dealer is:

Partnering Together to Mobilize Kids.

HOGGI, GmbH
TaunusstralRe 17

56235 RansbaeBaumbach
Germany

Tel.: 02623 92499
Fax: 02623 924999

Website www.hoggi.dde
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|. CHAIR MODELS & PARTS

Please refer to the front of this manual to determine which configuration was delivered to you.

Throughout this manual, you will notice the chair configuration option in bracke{#\tifestable Seat
Pan] indicating information that applies only to a specific option.

7KH FKDLUYVY SDUWV DUH ODEHOHG EHORZ IRU \RXU UHIHUHQFF

Tilt Lever

Push Handle
Angle Adjustme nt

N\

Adjustable Seat Pan

Ratchet Lock

~

Calf
Protector

~—

Push Handle

™.

Handlebar
Angle
Adjuster

Fold & Hip Angle \

Adjustme nt
Rear
Wheel Back Cane
Quick \ ACTIVE Lock
Release Handle
Button /
Optional
Tilt
Lever

/' AW

Foot Plate

™~ Anti -tip —

Caster Tire

Caster Fork

7KH FKDLUYVY VHULDO QXPEHU ODEHO LV ORFDWHG R

} First four digits indicate year of manufacture.

Product and labeling may vary from descriptions and pictures in this manual.
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Il. UNPACKING YOUR NEW KIDS ROCK CHAIR

THE ORIGINAL PACKAGE CONTAINS THE FOLLOW ING COMPONENTS:
¥ .LGV 52&. &KDLU
tf S5HDU :KHHOV
T S L
I $SGGLWLRQDO RSWLRQV DQG DFFHVVRULHYVY DV RUGHUHG

PREPARING THE CHAIR FOR USE:

WARNING: Contact your health care professional
before using this unit with a child.

1. Remove the chair & components from the box.
f . HHS %R[ 8SULJKW
¥ 9HULI\ WKDW SDFNDJH LV LQ JRRG VKDSH DQG WKDW QR GDPDIH KDV R
t SHPRYH WKH .LGV 52&. &KDLU DQG DFFHVVRULH\Y IURP WKH SDFNDJLQJ
t &KHFN WR PDNH VXUH WKDW \RXU RUGHU LV FRPBOHWH
2. Install the rear wheels. See Figure A.
A. Make sure the wheel lock lever is released.
B. Put the axle through the wheel hub.
C. Hold the axle and wheel. Align the axle with the axle sleeve on the chaif. |
D. Press the button on the axle and slide the axle into the axle sleeve. WARNINC_:"
E. Make sure that the axle is fully engaged by verifying that the button on te top Verify that pin

of the axle pops out. s fully d
F. If included, install the hub hap by locating and rotating to lock into place engage
) ! p by 9 g P ' (button up)
Figure A
3. Foldthe seat back up into positio? see section VI part B for detailedinstructions.
4. Install the rear anti-tippers 2 see section V part E for detailedinstructions.
WARNING: Always Use Anti-Tips
See section V part E for detailed instructiong.
Figure B Figure C
5. Install the Calf Protector as shown in Figures D and E.
Figure D: Calf Protector Installation Figure E
6. Install the active handle according to the instructions on the following page then verify the functionality of active
mechanism.
7. Make additional adjustments to the chair as necessary. Refer to the appropriate section of this manual for
instructions.

Please see the next page of this manual.
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l1l. IMPORTANT: READ THIS BEFORE USING OUR PRODUCTS

A. READ MANUAL CAREFULLY & OFTEN
Read manual completely before use!
Familiarize yourself with handling and functions of the product before use and practice them.
You must read and fully understand the contents of this manual. Any caregiver that is going to
operate this chair should also read the manual in full.

You are responsible for the safety of your child. The safety of your child could be affected if

you do not follow the instructions in this manual. Nevertheless, not all possible circumstances
and unpredictable situations can be covered by this manual. Reason, care, and circumspection
are not features of the product, they are required of persons who use the product. If instructions
are not clear and further explanation is necessary please contact your Kids Up dealer. If you do
not follow all instructions and warnings, damage to the chair or serious injury may occur.

B. DEFINITION OF SYMBOLS
WARNING!
7KH ZRUG 3:$51,1*" DQG RU WKH V\PERO VKRZQ WR
tices that are unsafe or dangerous and could result in serious injury or death to
the occupant of this chair or others.

WARNING! READ INSTRUCTION MANUAL!

Additional symbols are defined throughout this manual along with operating instructions.

C. CHOOSE THE RIGHT CHAIR & SAFETY OPTIONS
There are several options available to meet the needs of children. Make sure that your (and your
KHDOWK FDUH SURYLGHUYVY FKRLFH RI FKDLU DQG RWKHU R
positioning, physical limitations, and hazards that may be encountered during dalljsese.
besides the typical use can be dangerous. The pushchair is not suitable for jogging, running, skat-
ing or similar activities. Swiveling front wheels tend to wobble at higher speed, what can cause a
sudden stop and tip over of the pushchair. Use the pushchair only at regular walking speed. Un-
der no circumstances leave the handle bar while pushing and never push the chair away.
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IV. GENERAL WARNINGS

WARNING: The operator/caregiver must read and understand this manual prior to
operating this equipment. If you are unable to understand any part of the manual, con/-
tact your dealer for assistance.

WARNING: THE INITIAL SET UP OF THIS WHEELCHAIR MUST BE PER-
FORMED BY A QUALIFIED TECHNICIAN.

WARNING: PROCEDURES OTHER THAN THOSE DESCRIBED
IN THIS MANUAL MUST BE PERFORMED BY A QUALIFIED TECHNICIAN.

MAXIMUM WEIGHT LIMIT

The weight carried by the Kids ROCK SIZE 1 chair must NEVER exceed the tftal
weight limit of 80 pounds. (Maximum occupant size plus any items carried.) \\Vhen
using the chair in transit, all items including positioning tray must be removed {rom
the chair and secured separately.

SAFETY FIRST 2 Reducing the risk of an accident

ALWAYS get properly trained and get comfortable operating the chair.
ALWAY S watch for obstacles and avoid them as often as possible.
ALWAYS use antitips.

Make sure that the chair operates properly. Repair any problems before|use.
ALWAYS verify that the quick release axles are locked so that the back
ZKHHOV GRQYW FRPH RII

ALWAYS strap your child into the chair when using.

grwdE

o

CHANGES & ADJUSTMENTS

1. Adjustments made to the chair will change the balance and function of the chair and
may increase risk of tip oveér consult your supplier before making adjustments.

2. Warranty will be voided if modifications are made without authorization that change
the structure of the chair.

Avoid getting the chair wet as it may cause rust or corrosion. Dry the chair {hor-
oughly if it is exposed to moisture.

Extreme Temperatures:Do not leave the chair or child in the sun or near other heat
sources that could raise the surface temperatures on the chair above 106 degries
Fahrenheit or any temperatures capable of burning the child. Do not leave the|chair
or child outside in cold temperatures at or below 32 degrees Fahrenheit becauge
contact with a chair in temperatures below freezing could result in injury. Damdge to
the chair may also result fromexposure to extreme hot or cold temperatures.
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The chair should only be used on solid level ground. ‘

Use chair as intended by the manufacturer. For instance, do not drive info NO
obstacles (including curbs, steps) without slowing down. : :
To clear obstacles such as curbs and steps, titt the chair ontojthe
rear wheels. Pull it backwards to go up. To descend,
slowly lower it forward. —

Do not go up or down stairs without the assistance of another person] If
devices such as ramps or elevators are available, please use thein. If

they are not available, then the chair should be carried over the ol
stacle by two people. Ascending/Descending Curbs,

\\tamps, and Steep Terrain

Pay particular attention when on slopes and inclines to prevent:

T 7KH FKLOG IURP IDOOLQJ RXW RI WKH|FKDLU
f 7KH FKDLU IURP WLSSLQJ RYHU
f 7KH FKDLU IURP UROOLQJ DzD\

Before leaving the chair and before getting into and out of it, always
engage the wheel locks.

L

Ascending/Descending Stairs

Do not stand on the footplate when getting into or out of the chair. % Irs: 2 People

LIFTING: Only lift the chair by parts that are solidly attached. The \
chair should be lifted by the side frame members whenever possibjle.
Always use two people to prevent injury and damage to the chair.

When your child reaches for objects in front, to the side, or|be-
hind the chair, be sure that they do no lean out of the chair{too
far since the shift in the center of gravity might cause the cjhair
to tilt or tip over.

Engage wheel locks before

transferring the child to or
from the chair!

The handling of the chair is influenced by tire pressure. Correctly inflated tirg¢:s
considerably improve its maneuverability. The air pressure should be at leagt 29
PSI.
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Please be aware that with certain footrest settings the footrest can collide with the
front casters.

Please keep packaging material away from children. Plastic packaging presents
the danger of suffocation.

Never leave your child unattended in the chair even when they are strapped|in and
the wheel locks are engaged.

The chair is only intended to carry one child at a time.

Whenever you change a setting on the chair, make sure that you firmly tight¢n any
screws that have been loosened.

MOTOR VEHICLE SAFETY
The front cover of this manual indicates whether your chair has the transit
option installed. If your chair is not equipped with the transit optign,
do not use it as a seat in a motor vehicleansfer the child from the
chair to an approved motor vehicle seat. If you chair is equipped with
the transit option, refer to the section in this manual regarding use: of
this chair for transit.

NEVER use this chair on an escalator because the chair may tip over.

MAINTENANCE
The chair must be inspected and maintained per the chair in section VII: Mainte-
nance. Problems detected must be repaired before the chair is used.

Many of the screws, bolts, and nuts used on this chair are specialized-or hijh
strength fasteners. Only use fasteners purchased through an authorizd sup-
plier.
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V. SET-UP & ADJUSTMENT
Tools Required:
" +H[ :UHQFK
" +H[ :UHRFK

5MM Hex Wrenc

LXW 'UBE‘

" (QG :UHQFK $FWLYH™HQVLRQ 2QO0\
- ~ (QG :UHQFK $GM 3RS WL o\

" (QG :UHQFK

Detach hook and loop flap on rear of seat cushion.

Loosen the adjustment knob [A] below the seat pan.

Loosen lock bolts [B] x 2 if equipped.

Loosen any accessories that prevent the seat pan from sliding.

A. SEAT DEPTH ADJUSTMENT
Push or pull on the front of the seat, evenly on both sides, until the
seat reaches the desired depth.

Tighten the adjustment knob [A] , bolts [B] if equipped, and any

accessories loosened in step 4.

agrwdE

o

Figure 1: Seat Depth Adjustment

10
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B. BACK HEIGHT ADJUSTMENT
1. Loosen the back plate adjustment knob [A]
2. Loosen the laterals and other items attached to the back as
necessary.
3. Slide the back to the desired position
4. Tighten knob and check for proper position of all tems
loosened in steps4

=)

Figure 2: Back Height Adjustment

C. LEG LENGTH ADJUSTMENT
1. 8VH D " KH[ ZUHQFK WR ORRVHQ WKH ﬂ@@
in each adjustment block.
3. Adjust the leg length to the desired position.

4. Tighten the bolts [A].

Figure 3: Leg Length Adjustment

D. SHORT LEG DROP ADJUSTMENT 2 For shorter leg length
adjustment, it is possible to mount the footbed upddalen.

5HPRYH SLYRW SODWH DGMXVWPHQW|EROW >$ K Dé;] KH]J
ZUHQFK 8VLQJ D " QXW GULYHUY DQG " KH[ ZUH
remove footbed pivot bolt [B].
8VvLQJ D " KH[ ZUHQFK UHPRYH SLYRW SODWHV >&@ IURR IRRWI
extensions [D] (Fig. 5).
3. Flip pivot plates upside down and attach to opposite footrest
extensions making sure thandt in countetbored hole is

Figure 4: Footrest Assembly: Standard

bolted to upper hole in footrest extension (Fig. 6). Leg drop
4. Reinstall footbed upsidwn with pivot bolt through the lower
hole of the extension (Fig. 7).
6. Adjust desired leg drop, tighten leg length adjustment bolts.
Reinstall pivot plate adjustment bolts.
D ;
«n
Figures 5: Standard Leg Drop Figure 6: Short Leg Drop Figure 7: Footrest Assembly: Short Leg
Configuration Configuration Drop.
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F. ADJUSTING THE POSITION OF THE HIP
GUIDES (ADDUCTORS)

The position of the adductors can be adjusted by loosening
the bolts that hold the support to the chair.
1. 8VLQJ D " QXW GULYHU UHDFK EHORZ WKH VHDW SODWH
and loosen nuts [A].
2. Adjust adductors to desired position.
3. Tighten nuts.

Figure 8: Adductor

N

\%

Figure 9: Adductor Adjustment Bolts

G. INSTALLING & ADJUSTING THE ANTI -TIPS
T 7 KH-T§pQ $tduld be used at all times.
¥ 7 KH-T$Q Wduld be positionedl =~ WR ~ RII Rl Wk
ground for proper function. They should also extend at
OHDVW ~ EH\RQG WKH SRLQW ZKHUH
the ground.

1. To install the antiips, depress the snap button and
insert into the tube as shown.

2. Toremove, depress the snap button and remove the anti
tip from the tube.

Figure 10: Anti-Tips

Anti -tip tubes can help keep your chair from tipping over backward in most normal con-
ditions.
KHQ ORFNHG LQ SODFH LOQ-tiVKeul®@BEWESNRYAANMIRG DQWL
inches off the ground. Adjust the height as necessary.
a. If settoo HIGH, they may not prevent adier.
b. ,1 VHW WRR /2: WKH\ PD\ 3KDQJ XS RQ REVWDFOHV \R
ing normal use. If the chair catches on an obstacle, the chair may tip over.

12
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H. INSTALLATION OF PELVIC POSITIONING BELTS
I 7TKH FKLOG VKRXOG DOZD\V EH VHFX
positioning belt.
f 3RVLWLRQLQJ EHOWY VKRXOG QHYF
motor vehicles. An additional automotive rated seat belt is

required.

‘ Attachment )
/ Locations 1. Remove the seat cushion.
2. Fig. 11 shows the attachment chafes to which a pelvic
positioning belt may be attached.
3. Attach the belt according to the manufacturers
instructions.
Figure 11: Pos. Belt Attachment Locations 4. Set the seat cushion back in place.

WARNING: Positioning belts should never be used for securement in motor ve hicles. The
chair does not ship equipped with a WB19 compliant belt. An additional WC-19 compli-
ant automotive type seat belt is required when the chair is used in vehicles.
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I.  EXTENSION LIMIT AND FORCE ADJUSTMENT

1. Remove the child from the chair.
2. Remove the rear wheel.
3. 8VLQJ D " KH[ ZUHQF Kend @rénchb, " RSHQ

remove the bolt from the lower active cap [A] below the

spring. Remove cap from slide pin by turning

counterclockwise. Remove bumper [B]
4. 5HPRYH WKH QXW >&@ IURP EHQRZ WKH VSULQJ XVLQJ D 6°

wrench.
5. Remove the spring seat [D].
6. Remove existing spring and replace with desired spring.
7. Install spring seat.
8. Install the nut. Make sure that there is compression dn

the spring when the nut is installed.
9. Reinstall bumper and thread active cap onto slide pin

two full turns making sure that end of pin does not _ _ -

protrude into bolt hole. Rattach to side plate with bolt Figure 12: Changing Extension Limit & Force

and nyloc nut. Tighten down until nut bottoms out and

then back off 1/2 turn to allow pivoting motion.
10. Install the wheels and make sure that the quick release

axles are fully engaged.

Tension Tube
Spring /
Nut (C)
Bumper (B)
/ e .
(D) Spring Seat @/ Active Cap (A)
Figure 13: Upper Body Extension Limiter/ Tensioner Exploded View
®
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